
Th
e 

in
fo

rm
at

io
n 

pr
ov

id
ed

 in
 th

is
 d

oc
um

en
ta

tio
n 

co
nt

ai
ns

 g
en

er
al

 d
es

cr
ip

tio
ns

 a
nd

/o
r t

ec
hn

ic
al

 c
ha

ra
ct

er
is

tic
s 

of
 th

e 
pe

rfo
rm

an
ce

 o
f t

he
 p

ro
du

ct
s 

co
nt

ai
ne

d 
he

re
in

.
Th

is
 d

oc
um

en
ta

tio
n 

is
 n

ot
 in

te
nd

ed
 a

s 
a 

su
bs

tit
ut

e 
fo

r a
nd

 is
 n

ot
 to

 b
e 

us
ed

 fo
r d

et
er

m
in

in
g 

su
ita

bi
lit

y 
or

 re
lia

bi
lit

y 
of

 th
es

e 
pr

od
uc

ts
 fo

r s
pe

ci
fic

 u
se

r a
pp

lic
at

io
ns

.
It 

is
 th

e 
du

ty
 o

f a
ny

 s
uc

h 
us

er
 o

r i
nt

eg
ra

to
r t

o 
pe

rfo
rm

 th
e 

ap
pr

op
ria

te
 a

nd
 c

om
pl

et
e 

ris
k 

an
al

ys
is

, e
va

lu
at

io
n 

an
d 

te
st

in
g 

of
 th

e 
pr

od
uc

ts
 w

ith
 re

sp
ec

t t
o 

th
e 

re
le

va
nt

 s
pe

ci
fic

 a
pp

lic
at

io
n 

or
 u

se
 th

er
eo

f.
N

ei
th

er
 S

ch
ne

id
er

 E
le

ct
ric

 In
du

st
rie

s 
SA

S 
no

r a
ny

 o
f i

ts
 a

ffi
lia

te
s 

or
 s

ub
si

di
ar

ie
s 

sh
al

l b
e 

re
sp

on
si

bl
e 

or
 li

ab
le

 fo
r m

is
us

e 
of

 th
e 

in
fo

rm
at

io
n 

co
nt

ai
ne

d 
he

re
in

.

Jan 31, 2018
1

Product data sheet
Characteristics

ACTPP6ATGU24NSS_E
Cat 6A UTP Patch panel 24 Port 1U- Straight
Loaded

Main
Range of product Actassi
Product Patch panel
Additional features Punch down tool

Quick termination tool
Equipment level Basic
Provided equipment 2 side cover

2 label holder
1 removable cable tray
Ports identification at the rear
Without shutter

Complementary
Footprint Digilink
Rack unit 1U
Performance 6A

Number of port 24 ports UTP
Number of matings >= 750 cycles
[In] rated current 1.5 A
Insulation resistance >= 10 mOhm
Contact resistance <= 20 µOhm
Product compatibility Standard 19" cabinet/rack
Material CA2S-E 2 mm for metal sheet

ABS (acrylonitrile butadiene-styrene) for plastic part
Height 44 mm
Width 483 mm
Depth 130 mm

Environment
Ambient air temperature for operation -10...50 °C

-10...55 °C
Ambient air temperature for storage -20...60 °C
Relative humidity <= 93 %
Standards IEC 60297

ANSI/TIA-568-C.2
IEC 61587-1

Product weight 1 kg

Offer Sustainability
Sustainable offer status Not Green Premium product
RoHS (date code: YYWW) Compliant - since 1524 - Schneider Electric declaration of conformity

http://www.reach.schneider-electric.com/DistantRequestDispatcher.aspx?action=export&pid=422383553&lang=en-us

