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Product data sheet
Characteristics

ACTRJSMTG6ANSS
Actassi - modular jack - category 6A - 10G - FTP -
non shuttered

Main
Range Actassi
Product type Keystone modular jack
Provided equipment Without shutter
Material and colour Metal

Complementary
Insulation resistance >= 50 MOhm
Contact resistance <= 2.5 µOhm
Compatible LAN cable types FTP
Type of connector RJ45 (Cat6A)
Durability >= 750 cycles

Environment
Operational temperature range -10...60 °C
Ambient air temperature for storage -40...70 °C
Relative humidity 0...93 %
Standards TIA/EIA 568 B

IEC 11801 class Ea

Offer Sustainability
Sustainable offer status Green Premium product
RoHS (date code: YYWW) Compliant  - since  0852  -  Schneider Electric declaration of conformity

Schneider Electric declaration of conformity

REACh Reference not containing SVHC above the threshold
Reference not containing SVHC above the threshold

Product environmental profile Available
Product end of life instructio Need no specific recycling operations

http://www.reach.schneider-electric.com/DistantRequestDispatcher.aspx?action=export&pid=149758374&lang=en-us
http://www.reach.schneider-electric.com/DistantRequestDispatcher.aspx?action=check&pid=149758374&lang=en-us
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Contractual warranty
Period 18 months


